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ABSTRAK 

 

Bemarfus Rera Mori, 15041000088, Jurusan Teknik Sipil, Fakultas Teknik, 

Universitas Merdeka Malang, menulis tugas akhir tentang ANALISIS DAMPAK 

PARKIR BADAN JALAN TERHADAP KINERJA       LALULINTAS DI RUAS 

JALAN DIPONEGORO PASAR KARANGPLOSO KABUPATEN MALANG 

Dosen Pembimbing: Ir. Achmad Fadhillah, MT. dan   Eko Indah S, ST., MT.             

 

On Street Parking adalah Parkir yang dilakukan di badan jalan dengan 

menggunakan sebagian badan jalan. Fungsi jalan untuk menyalurkan arus lalu lintas 

akan berkurang kapasitasnya karena sebagian jalan digunakan untuk fasilitas parkir. 

Kondisi tersebut dapat menjadi masalah karena adanya pertumbuhan lalu lintas baik 

oleh pertambahan penduduk maupun jumlah kendaraan. 

         Adapun tujuan dari penelitian di ruas Jalan Diponegoro Pasar Karangploso 

Kabupaten Malang yaitu untuk menganalisa Volume Parkir, Akumulasi Parkir, 

kinerja arus lalu lintas, derajat kejenuhan, dan kecepatan. Selain itu untuk 

mengetahui seberapa besar hambatan samping terhadap kinerja arus lalu lintas di 

Ruas Jalan Raya Diponegoro Pasar Karangploso Kabupaten Malang Jawa Timur 

dengan menggunakan metode Pedomaan Kapasitas Jalan Indonesia (PKJI) 2014. 

         Penilitian yang dilakukan terhadap Ruas Jalan Raya Diponegoro Pasar 

Karangploso Kabupaten Malang Jawa Timur berupa, volume parkir tertinggi pada 

Segmen 1 hari Sabtu sebesar 803 kend/jam,volume parkir terendah pada hari Senin 

Segmen 3 Sebesar 399 kend/jam. Akumulasi parkir tertinggi terdapat pada Segmen 2 

hari Sabtu sebesar 452 kend/jam. Sedangkan, untuk akumulasi terrendah terdapat 

pada segmen 3 pada hari Senin sebesar 90 kend/jam. Volume lalu lintas tertinggi 

pada hari Sabtu dengan jumlah volume sebesar 2046 skr/jam, dan volume lalu lintas 

terendah pada hari Jumat 1918.6 smp/jam. Hambatan samping tertinggi pada hari 

rabu sebesar 1739 Skr/Jam. Nilai kecepatan arus bebas kendaraan sebesar 45,12 

Skr/jam. Nilai kapasitas untuk Jalan Raya Diponegoro Pasar Karangploso Kabupaten 

Malang Jawa Timur sebesar 3857,0 skr/jam. Nilai arus bebas untuk Jalan Diponegoro 

Kabupaten Malang Jawa Timur sebesar 45,12 Skr/jam. Nilai derajat kejenuhan pada 

ruas Jalan Diponegoro Pasar Karangploso Kabupaten Malang Jawa Timur sebesar 

0,5. Hasil dari kecepatan pada kondisi lalu lintas sesungguhnya berdasarkan tabel 

kecepatan sebesar 45,12 km/jam pada ruas Jalan Raya Diponegoro Pasar 

Karangploso Kabupaten Malang Jawa Timur, volume lalu lintas masih dalam 

batas toleransi Pedomaan Kapasitas jalan, berdasarkan PKJI 2014. 

 

Kata Kunci : Tingginya Arus Kendaraan, Kinerja Ruas Jalan, Pedomaan 

Kapasitas Jalan Indonesia (PKJI), DS = QC (Derajat Kejenuhan). 
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ABSTRACT 

Bemarfus Rera Mori, 15041000088, Department of Civil Engineering, Faculty of 

Engineering, Merdeka Malang University, wrote a final project on the ANALYSIS 

OF IMPACT OF STREET PARKING ON TRAFFIC PERFORMANCE AT 

DIPONEGORO ROAD, KARANGPLOSO MARKET, MALANG DISTRICT 

Supervisor: Ir. Achmad Fadhillah, MT. and  Eko Indah S, ST., MT 

            On Street Parking is parking that is done on the road using part of the road. 

The function of the road to channel traffic flow will reduce its capacity because part 

of the road is used for parking facilities. This condition can become a problem 

because of traffic growth both by population growth and the number of vehicles. 

           The aim of the research on Diponegoro Street, Karangploso Market, Malang 

Regency is to analyze parking volume, parking accumulation, traffic flow 

performance, degree of saturation, and speed. In addition to knowing how big the 

side barriers are to the performance of traffic flow on Jalan Raya Diponegoro, 

Karangploso Market, Malang Regency, East Java, using the 2014 Indonesian Road 

Capacity Guidelines (PKJI) method. 

          The research was conducted on Jalan Raya Diponegoro Karangploso Market, 

Malang Regency, East Java, in the form of the highest parking volume on Saturday 

segment 1 of 803 vehicles/hour, the lowest parking volume on Monday segment 3 of 

399 vehicles/hour. The highest accumulation is on segment 2 on Saturday of 452 

vehicles/hour, while the lowest accumulation is on segment 3 on Monday of 90 

vehicles/hour. The highest traffic volume occurred on Saturday with a total volume 

of 2046 skr/hour, and the lowest traffic volume on Friday was 1918.6 smp/hour. 

Highest side resistance on Wednesday is 1739 skr/hour. The value of the vehicle's 

free flow speed is 45.12 skr/hour. The capacity value of Jalan Raya Diponegoro 

Karangploso Market, Malang Regency, East Java is 3857.0 skr/hour. The free flow 

value for Jalan Raya Diponegoro, Malang Regency, East Java is 45.12 skr/hour. The 

value of the degree of saturation of Jalan Raya Diponegoro Pasar Karangploso, 

Malang Regency, East Java is 0.5. Speed results on actual traffic conditions based on 

a speed table of 45.12 km/hour on Jalan Raya Diponegoro Karangploso Market, 

Malang Regency, East Java, traffic volume is still within the tolerance limit for Road 

Capacity Guidelines based on the 2014 PKJI. 

 

Keywords: High Vehicle Traffic, Road Performance, Pedomaan Kapasitas Jalan 

Indonesia (PKJI), DS = QC (Degree of Saturation). 
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