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 “ANALISA KERUSAKAN JALAN BANDULAN BARAT DENGAN 

MENGGUNAKAN METODE PCI PADA RUAS JALAN BANDULAN 

BARAT KOTA MALANG” 

Aristo sabian umbu landumila  

ABSTRAK 

 

Jalan raya merupakan salah satu sarana transportasi darat yang mempunyai 

peranan penting terhadap kehidupan manusia, terutama bagi pertumbuhan 

perekonomian dan sosial budaya untuk menunjang pembangunan nasional. 

Untuk memudahkan mobilitas masyarakat sehingga dapat memberikan 

pelayanan yang baik sesuai dengan kapasitas yang diperlukan, bila terjadi 

kerusakan jalan, maka akan terhalang kegiatan masyarakat sehingga 

menyebabkan terjadinya kecelakaan. Tujuan dari penelitian ini adalah untuk 

mengetahui jenis-jenis kerusakan dan nilai indeks perkerasan jalan Bandulan 

Barat, sehingga dapat nilai indeks kondisi ruas jalan Bandulan Barat 

berdasarkan metode yang ditentukan. Metode yang digunakan adalah metode 

PCI (Pavement Condition Index). Penilaian kondisi jalan pada metode PCI 

adalah dengan merangking dari nilai 0-100. Jenis kerusakan yang ditemukan 

pada jalan Bandulan Barat sepanjang 0.5km (500M) antaralain Retak Kulit 

Buaya (0,71%), Ambles (5,30%), Retak keriting (0,98%), Lubang (0,45%), 

Tambalan (2,15%). Hasil analisis data diperoleh tingkat kerusakan pada Ruas 

jalan Bandulan Barat 0+000 – STA 0+500 adalah Sedang, dengan nilai PCI 

Keseluruha 61,8. Dari perhitungan masing-masing unit sampel per 100 m, Dan 

penanganan yang di butuhkan adalah jalan berada pada Tambalan dan Lapisan 

tambah (overlay) 

 

Kata kunci : Aristo sabian, 2023. Analisis kerusakan jalan, metode PCI, Jalan 

Bandulan Barat, Kecamatan Sukun Kota Malang. 
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Aristo sabian umbu landumila, 15041000026, Civil Engineering Department, 

Faculty of Engineering, Merdeka University Malang, wrote a thesis on 

"DAMAGE ANALYSIS OF WEST BANDULAN ROAD USING PCI 

METHOD ON THE WEST BANDULAN ROAD SECTION OF MALANG 

CITY" 

Dosen pembimbing : Ir. Achmad Fadillah, MT 

Ir. Nanang Mudjito, MMT  

ABSTRACT 

Highways are a means of land transportation that has an important role in 

human life, especially for economic and socio-cultural growth to support 

national development. To facilitate community mobility so that they can 

provide good services according to the required capacity, if road damage 

occurs, community activities will be hampered, causing accidents. The aim of 

this research is to determine the types of damage and the index value of the 

West Bandulan road pavement, so that the condition index value for the West 

Bandulan road section can be obtained based on the specified method. The 

method used is the PCI method (Pavement Condition Index). The assessment 

of road conditions using the PCI method is by ranking from 0-100. The types 

of damage found on the 0.5km (500M) West Bandulan road include Crocodile 

Skin Cracks (0.71%), Subsidence (5.30%), Curly Cracks (0.98%), Holes 

(0.45%), Patches (2.15%). The results of data analysis showed that the level 

of damage on the West Bandulan road section 0+000 – STA 0+500 was 

moderate, with an overall PCI value of 61.8. From the calculation of each 

sample unit per 100 m, And the treatment that is needed is that the road is in 

Patches and Added Layers (overlay). 

 

Keywords: Aristo Sabian, 2023. Road damage analysis, PCI method, West 

Bandulan Road, Sukun District, Malang City. 
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